SCOMES

MRH320.16
Thyristor/Diode module

Features:
- International standard package

- High surge capability
- Glass passivated chip
- Simple mounting

Typical applications:
- Power converters

y
b
£

- Lighting control 05 G1
- DC motor control and drives oaKt
- Heat and temperature control
. . Value .
Symbol Characteristcs Test Conditions - Unit
Min Typ Max
Vrsmipsm |Non-repetitive reverse/forward blocking voltage Tj=25°C 1700 \
Vrrmiprm |Repetitive reverse/forward blocking voltage Tj =25°C 1600 \%
180° half si H
Irlrav) |On-state/forward average current T8(1 SOa CS ine wave S0Hz 320 A
Irlprms) |[RMS on-state current 180° half sine wave 50Hz 500 A
Irrm " at Vprw/Vrrm
loga Repetitive peak current Tj = 125°C 80 mA
lrsm-lesm |Surge non repetitive current jr??;:egf sine wave 9500 A
2 2 . L 10ms half sine wave 2
It I“t for fusing coordination Tj = 25°C 451250 A’s
V1o Threshold voltage Tj=125°C 0.80 \
rr On-state slope resistance Tj = 125°C 0.73 mQ
Vim-Vem |Peak on-state voltage Tj = 25°C ; I1=/lr =960A 1.70 \%
" . Vpm=67% Vprw, Tj = 125°C,
dvidt |Critical rate of rise of off-state voltage Vou=67% Vory, T = 125°C 1000 Vius
linear voltage rise
. . . Tj = 125°C, Vp = 1/2 Vorm,
di/dt [Critical rate of rise of off-state current le = 150mA, dig/dt = 0.1A/s 150 Alus
let Gate trigger current Vp =6V, Tj=25°C 150 mA
Ver Gate trigger voltage Vp =6V, 'Tj=25°C 3 Vv
Vep |Gate non-trigger voltage Vb =67% Vprw, 'Tj = 125 °C 0.25 \Y,
Iy Holding current Tj =25°C 150 mA
Iy Latching current Tj =25°C 200 mA
tot Turn on time Tj =25°C 3 us
Rinjc) | Thermal resistance junction to case Single side cooled per chip 0.095 °C/W
Rincs) | Thermal resistance case to sink Single side cooled per chip 0.08 °C/W
. 50Hz, RMS, t = 1min,
Viso Isolation voltage liso : TmA (MAX) 3000 \Y
E Mounting torque - copper plate (M6) 4 6 N-m
" Mounting torque - terminal (M8) 7.5 10.5 N-m
Tstg Storage Temperature -40 +125 °C
T; Operating Temperature -40 +125 °C
W, Weight 350 g
Outline M118GM
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Fig1. Gate Trigger Characteristics
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Fig2. Power Dissipation Fig3. Forward Current Derating Curve
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Fig4. Forward Characteristics
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Fig6. Max Non-Repetitive Forward
Surge Current
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Fig5. Transient Thermal impedance
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Via Enrico Mattei, 6/8 - 26283 - Castiglione d'Adda (LO) - Italy
Fax: +39 0377 900206

Phone: +39 0377 901243

Scomes Srl reserves the right to change any specification without notice

(dimensions in mm)
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