
Features:
- International standard package

- Aluminum oxide DBC

- Isolation voltage MIN 2500V ~

- Glass passivated chip

- UL recognized, file no. E312789

Typical applications:
- DC power suppliers for apparatus device

- Input rectifying power supply for PWM converters

- Inverter welders

- Battery chargers

Min Typ Max

VRSM Non-repetitive reverse blocking voltage Tj = 25°C 1700 V

VRRM Repetitive reverse blocking voltage Tj = 25°C 1600 V

ID Rectifier bridge output current
180° half sine wave, 50Hz, single 

side cooled, Tc = 100°C
30 A

IRRM VR = VRRM,Tj = 150°C 2 mA

IFSM Forward surge current 400 A
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VFO Threshold voltage Tj = 150°C 0.90 V

 rT Forward slope resistance Tj = 150°C 10 mΩ

VFM Peak forward voltage Tj = 25°C ; IF = 300A 1.20 1.30 V

per module 0.60 °C/W

per diode 3.60 °C/W

Rth(c-s) Thermal resistance case to sink per module 0.30 °C/W

VISO Isolation voltage 50Hz, RMS, t = 1min 2500 V

FM Mounting torque - terminal 4 6 N·m

Tstg Storage Temperature -40 +125 °C

Tj Operating Temperature -40 +150 °C

Wt Weight 90 g

Outline
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Power Rectifier bridge

 Test ConditionsSymbol Characteristcs

t = 50Hz (10ms), Tj = 25°C,                   

VR = 67% VRRM

Value

see pag. 2

Unit

MTS30.16

Rth(j-c) Thermal resistance junction to case
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